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ASSEMBLY DUAL BUS 2 X 20 WIRE WRAP
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SEE NOTE 3

TOP VIEW

FRONT VIEW

SEE NOTE 3

EXTERNAL
ALARM CKT

WIRE WRAP
TERMINALS
20AWG TO 26AWG
WIRE SIZE

COMPRESSION
LUGS 6AWG
PROVIDED

END VIEW

REAR
VIEW

MOUNTING EARS
ADJUSTABLE FOR
FLUSH OR OFFSET
MOUNTING IN 19"
OR 23" RACK

12-24 X 1/2
SCREWS (4 ea)
PROVIDED

OPTICALLY
ISOLATED
ALARM CKT

INSULATED
COPPER
BUS BAR

SEE A600002
FOR GMT FUSES

ALARM CKT
FUSE GMT 1/2

LOCAL
ALARM

LED

SHIPPING WEIGHT:
4.4 LBS

16 7/8 [428.50]

1 3/4

6 17/32 [165.59]

[44.44]
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NOTES:
1. SEE A550003 FOR ASSEMBLY DETAILS
2. SEE A500032 FOR WIRING DIAGRAM
3. IF POWER ON BUS #1 IS ANYTHING
  OTHER THAN -48V DC, REMOVE CLIPS
  AND SUPPLY -48V DC.

4. INSTALL GMT 1/2 FUSE IN SINGLE
  HOLDER TO POWER ALARM CIRCUIT

5. DIMENSIONS ARE IN INCHES
  AND [ ] MILLIMETERS

THE ALPHA EQUIPMENT A400001 FUSE PANEL
PROVIDES TWO GROUPS OF 20 FUSES WHICH
MAY BE ±5V TO MAY BE ±130V.  EACH GROUP
HAS A TOTAL CAPACITY OF 100 AMPS.
THE FUSE ALARM CIRCUIT PROVIDES A LOCAL
ALARM WITHOUT EXTERNAL CONNECTIONS AND 
PROVIDES AN ISOLATED SET OF TRANSFER
CONTACTS FOR EXTERNAL ALARM.  THIS PANEL
USES GMT TYPE FUSES WITH CAPACITIES
FROM 0.18 AMP TO 15 AMPS PER FUSE.  THE
PANEL IS BUILT ON A RIGID CLEAR COATED
ALUMINUM FRAME WITH A FLAME RETARDANT
CLEAR POLYCARBONATE DUST COVER.

!

!

!

Fuse Panels
Fuses
Circuit Breaker Panels
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ASSEMBLY 1 X 20 SCREW TERMINALS

ASSEMBLY DUAL BUS 2 X 10 
SCREW TERMINALS

NOTES:

1. THIS FUSE PANEL OPERATES ON -48
  VOLTS DC ONLY.

2. SEE A550008 FOR ASSEMBLY DETAILS.
3. SEE A500033 FOR WIRING DIAGRAM.
4. ORDER A600002 FUSES AS REQUIRED.
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NOTES:

1. CAPACITY 5V TO 130V NOT TO EXCEED
  100 AMPERES PER BUS.

2. EACH BUS MAY BE DIFFERENT
  VOLTAGE AND/OR POLARITY.

3. IF POWER ON BUS #1 IS ANYTHING
  OTHER THAN -48V DC, REMOVE SHORTING
  CLIPS AND SUPPLY -48V DC TO PINS
  INDICATED.

4. INSERT GMT 1/2 FUSE IN SINGLE
  HOLDER TO POWER ALARM CIRCUIT.

5. SEE A500030 FOR WIRING DIAGRAM.
6. SEE A550006 FOR ASSEMBLY DETAILS.
7. ORDER FUSES FROM A600002 AS
  REQUIRED.
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FUSE DISCONNECT PANEL 
23” 3-70 AMPS/FUSE

FUSE DISCONNECT PANEL 
19” 3-70 AMPS/FUSE

1
2
3
4
5
6
7
8
9

1
12
1
1

24
24
2
4

1.1

A105052
A600020
A895047
A500027
A760606
A770006
A760603
A761204
A600031

BASE PLATE
FUSE DISCONNECT
BUS BAR
ALARM CIRCUIT
SCREW 6-32 X 3/4 PH
NUT 6-32 HEX
SCREW 6-32 X 3/8 PH
SCREW 12-24 X 1/2 PH SS
WIRE 12AWG SOLID TINNED

DESCRIPTIONQTYITEM NUMBER
PART

STOCK LIST

10 1 A600096 LED BEZEL

1
2
3
4
5
6
7
8
9

1
16
1
1

32
32
2
4

1.33

A105081
A600020
A895046
A500027
A760606
A770006
A760603
A761204
A600031

BASE PLATE
FUSE DISCONNECT
BUS BAR
ALARM CIRCUIT
SCREW 6-32 X 3/4 PH
NUT 6-32 HEX
SCREW 6-32 X 3/8 PH
SCREW 12-24 X 1/2 PH SS
WIRE 12AWG SOLID TINNED

DESCRIPTIONITEM QTY NUMBER
PART

STOCK LIST

10 1 A600096 LED BEZEL

1 2

2

3

3

4

4

5 6

7

8

9

3

105 7
32

[132.5]

23 [584.2]

TOP VIEW

FRONT VIEW END VIEW

REAR VIEW

NOTES:
1. ORDER A600021 (BUSSMAN TPS) FUSES AS

  REQUIRED.
2. DO NOT INSTALL ALARM FUSE UNTIL AFTER

  MAIN FUSE IS IN PLACE.
3. REMOVE ALARM FUSE BEFORE REMOVING 

  MAIN FUSE.
4. BUS BAR MAY BE INSTALLED EITHER DIRECTION.
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10

TOP VIEW

FRONT VIEW

REAR VIEW

END VIEW

NOTES:

1. ORDER A600021 (BUSSMAN TPS) FUSES AS
  REQUIRED.

2. DO NOT INSTALL ALARM FUSE UNTIL AFTER
  MAIN FUSE IS IN PLACE.

3. REMOVE ALARM FUSE BEFORE REMOVING
  MAIN FUSE.

4. BUS BAR MAY BE MOUNTED EITHER DIRECTION.
5. DIMENSIONS IN [ ] ARE IN MILLIMETERS
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FUSE PANEL 1 X 10 -48 VOLT

NOTES:
1. THIS FUSE PANEL OPERATES ON
  -48 VOLTS DC ONLY

2. ORDER A600002 FUSES AS REQUIRED
3. SEE A500042 FOR WIRING DIAGRAM
4. SEE A550013-1 FOR ASSEMBLY DETAILS
5. DIMENSIONS ARE IN INCHES

5

THE A400018 FUSE PANEL PROVIDES TWO
GROUPS OF 10 FUSES EACH OF WHICH MAY
BE USED TO SUPPLY ±24V OR BE USED TO SUPPLY ±48V.
EACH GROUP HAS A TOTAL CAPACITY OF
100 AMPS.

THE FUSE ALARM CIRCUIT PROVIDES A LOCAL
ALARM WITHOUT EXTERNAL CONNECTION.  AN
ISOLATED SET OF TRANSFER CONTACTS IS
PROVIDED FOR REMOTE ALARM.  THIS PANEL
USES GMT TYPE FUSES WITH CAPACITIES FROM
0.18 TO 15 AMPS PER FUSE.  SEE A600002 TO
ORDER FUSES.  THE PANEL IS BUILT ON A 
RIGID CLEAR COATED ALUMINUM FRAME WITH A
FLAME RETARDANT POLYCARBONATE DUST
COVER.

NOTES:

1. SEE A550010 FOR ASSEMBLY DETAILS
2. SEE A500041 FOR WIRING DIAGRAM
3. DIMENSIONS ARE IN INCHES

  AND [ ] MILLIMETERS

2 X10 DUAL BUS  24 OR 48 
VOLT SCREW TERMINALS
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MOUNTING EARS
ADJUSTABLE FOR
FLUSH OR OFFSET
MOUNTING IN 19"
OR 23" RACK

SCREW TERMINAL
RATED AT 20 AMPS
12AWG TO 24AWG WIRE

COMPRESSION LUGS
6AWG WIRE SIZE
PROVIDED

EXTERNAL
ALARM TERMINALS

OPTICALLY
ISOLATED
ALARM CKT

INSULATED
COPPER
BUS BAR

LOCAL
ALARM
LED

SEE A600002
FOR GMT
FUSES

SHIPPING WEIGHT:  4.1 LBS
SAME DAY SHIPMENT FROM STOCK

TOP VIEW

FRONT VIEW

REAR
VIEW

END VIEW

12-24 X 1/2
SCREWS (4 ea)
PROVIDED

16 7/8 [428.63]

1 3/4

6 9/16 [166.62]

[44.45]
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CIRCUIT BREAKER PANEL 
ASSEMBLY 23” RACK MOUNTED

1 2
1
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15
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A105083
A895235- 1

2A895235-

A140010-1

A600097
A130282-23
A500027
A890047-YXX
A600043

A130205-23

A600096
A762603
A762612
A762614
A731025
A730025

A761204

A760603
A760403
A760303

BASE PLATE PAINTED STEEL
BUS BAR COPPER ALLOY 110
BUS BAR COPPER ALLOY 110
STANDOFF INSULATOR MOLDED
FIBERGLASS W/THRREADED INSERT
SPACER NYLON
GUARD BAR PAINTED STEEL
ALARM CIRCUIT
CIRCUIT BREAKER ADD KIT
BLANK
DESIGNATION STRIP HOLDER
BLACK ANODIZED ALUMINUM
LED BEZEL
SCREW 1/4-20 X 3/8 PH
SCREW 1/4-20 X 1 1/2 PH
SCREW 1/4-20 X 1 3/4 PH
LOCK WASHER 1/4
FLAT WASHER 1/4
SCREW 12-24 X 1/2 PH
STAINLESS STEEL
SCREW 6-32 X 3/8 PH
SCREW 4-40 X 3/8 PH
SCREW 4-40 X 3/8 FH

1 1
1 1

1

2 2
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11
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DESCRIPTIONITEM NUMBER
PARTASSY

STOCK LIST

OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF OFF

23 [584.20]

[132.56]
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NOTES:
1. SPECIFY A890047-1XX CIRCUIT BREAKER KIT FOR

  BREAKERS 1 THRU 70 AMP.  "XX" IS BREAKER 
  RATING IN AMPS.

2. SPECIFY A890047-2XX CIRCUIT BREAKER KIT FOR
  BREAKERS 75 THRU 100 AMPS.  ALLOW ONE BLANK
  SPACE ADJACENT TO EACH A890047-2XX BREAKER
  KIT.

3. SPECIFY A600043 BLANK FOR ALL UNEQUIPPED
  POSITIONS.

4. SEE A500028 FOR WIRING DIAGRAM.
5. BUS BAR MAY BE MOUNTED EITHER DIRECTION.
6. MAXIMUM CAPACITY 600 AMPS AND 20 CIRCUIT

  BREAKERS.
7. CIRCUIT BREAKERS ARE UL LISTED AND RATED AT

  60 VOLTS DC MAXIMUM.
8. FASTENERS ARE MADE OF STEEL PLATED ZINC &

  YELLOW DICHROMATE.
9. DIMENSIONS ARE IN INCHES & [ ] MILLIMETERS.
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